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 ALUMINIUM Case ClosedSCE
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Input EndOutput End

Input End
Output End

Gear Ratio   10:1

45 N.m

2 Times of rated torque

650 N

900 N

96%

0.34 kgcm

<8arcmin

60dB(A),distance 1m

Rated Torque

Instant Stop Torque 

Specication :

Max Ratial Torque

Max Axial Torque

Full Load Efciency

Intetia

Backlash

Noise

Gear Ratio   10:1

15 N.m

2 Times of rated torque

340 N

450 N

96%

0.078 kgcm

<8arcmin

60dB(A),distance 1m

Rated Torque

Instant Stop Torque 

Technical Date:

Max Ratial Torque

Max Axial Torque

Full Load Efciency

Intetia

Backlash

Noise
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LB

L2 (Double Stage)

Input End

Input End

Output End

Output End

Gear Ratio   25:1

120 N.m

2 Times of rated torque

650 N

900 N

96%

0.44 kgcm

<10arcmin

60dB(A),distance 1m

Rated Torque

Instant Stop Torque 

Specication :

Max Ratial Torque

Max Axial Torque

Full Load Efciency

Intetia

Backlash

Noise

Gear Ratio   25:1

40 N.m

2 Times of rated torque

240 N

450 N

94%

0.064 kgcm

<10arcmin

60dB(A),distance 1m

Rated Torque

Instant Stop Torque 

Specication :

Max Ratial Torque

Max Axial Torque

Full Load Efciency

Intetia

Backlash

Noise
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LBLE

Output End

Output End

Input End

Input End

Gear Ratio   10:1

45 N.m

2 Times of rated torque

650 N

900 N

96%

0.45 kgcm

<10arcmin

60dB(A),distance 1m

Rated Torque

Instant Stop Torque 

Technical Data :

Max Ratial Torque

Max Axial Torque

Full Load Efciency

Intetia

Backlash

Noise

Gear Ratio   10:1

15 N.m

2 Times of rated torque

340 N

450 N

96%

0.078 kgcm

<8arcmin

60dB(A),distance 1m

Rated Torque

Instant Stop Torque 

Technical Data :

Max Ratial Torque

Max Axial Torque

Full Load Efciency

Intetia

Backlash

Noise
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LBLE

15,20,25,30,35,40,50,70,100

Output End

Input End

Gear Ratio   25:1

110 N.m

2 Times of rated torque

650 N

900 N

94%

0.39 kgcm

<10arcmin

60dB(A),distance 1m

Rated Torque

Instant Stop Torque 

Technical Data :

Max Ratial Torque

Max Axial Torque

Full Load Efciency

Intetia

Backlash

Noise

Output End

Input End

Gear Ratio   25:1

40 N.m

2 Times of rated torque

240 N

450 N

94%

0.064 kgcm

<10arcmin

60dB(A),distance 1m

Rated Torque

Instant Stop Torque 

Technical Data :

Max Ratial Torque

Max Axial Torque

Full Load Efciency

Intetia

Backlash

Noise
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LB

Helical Planetary Reducers

[Single& Double Stage]

Full Load efciency   95 %

3000 min-1

2 Times of rated torque

650 N

Synthetic grease lubrication

arbitrary

& 1 t ;3 arcmin

95 %

& 1 t ; 5 arcmin

20000  H

2400 N

3.7 Kg

2200 N

Rated input speed

Operating temperature 

Technical Data :

Maximum input speed

Lubrication

Installation 

Return clearance

Full load efciency

Return gap (economic type)

Life expectancy

Maximum allowable radial load

Weight

Allow maximum axial load

/ / / / oooo14   30/    50    3/4 -    5.5 -   70Maker size

Full Load efciency   95 %

3000 min-1

-25    ~    -25         + 90

6000 min-1

Synthetic grease lubrication

arbitrary

& 1 t ;3 arcmin

95 %

& 1 t ; 5 arcmin

20000  H

2400 N

3.7 Kg

2200 N

Rated input speed

Operating temperature 

Technical Data :

Maximum input speed

Lubrication

Installation 

Return clearance

Full load efciency

Return gap (economic type)

Life expectancy

Maximum allowable radial load

Weight

Allow maximum axial load

/ / / / oooo14   30/    50    3/4 -    5.5 -   70Maker size

0 0 0

3                   4                  5                 7                 9               10

Rate output torque 

Fault stop torque

Moment of inertia

Allow radial load

Allow axial load

18 Nm

80Nm

0.22Kgcm

430 N

310 N

27Nm

100Nm

0.17Kgcm

470N

360N

27Nm

100Nm

0.16Kgcm

510N

390N

75Nm

100Nm

0.14Kgcm

620N

510N

18Nm 18Nm

80Nm 80Nm

0.14Kgcm 0.14Kgcm

620N 640N

510N 530N

2222 22

15                16                 20               25                28               30

Rate output torque 

Fault stop torque

Moment of inertia

Allow radial load

Allow axial load

18 Nm

80Nm

0.14Kgcm

740 N

630 N

27Nm

100Nm

0.14Kgcm

750N

650N

27Nm

100Nm

0.13Kgcm

810N

720N

75Nm

100Nm

0.13Kgcm

870N

790N

18Nm 18Nm

100Nm 80Nm

0.13Kgcm 0.13Kgcm

910N 930N

830N 860N

2222 22

SE 60 Series
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15,20,25,30,35,40,50,70,100

Helical Planetary Reducers

Full Load efciency   95 %

3000 min-1

-25    ~    + 90

6000 min-1

Synthetic grease lubrication

arbitrary

& 1 t ;3 arcmin

95 %

& 1 t ; 5 arcmin

20000  H

2400 N

3.7 Kg

2200 N

Rated input speed

Operating temperature 

Technical Data :

Maximum input speed

Lubrication

Installation 

Return clearance

Full load efciency

Return gap (economic type)

Life expectancy

Maximum allowable radial load

Weight

Allow maximum axial load

/ / / / oooo19   35/    70    3/4 -    6.5 -   90Maker size

0 0

Full Load efciency   95 %

3000 min-1

-25    ~    + 90

6000 min-1

Synthetic grease lubrication

arbitrary

& 1 t ;5 arcmin

95 %

& 1 t ; 7 arcmin

20000  H

2400 N

3.7 Kg

2200 N

Rated input speed

Operating temperature 

Technical Data :

Maximum input speed

Lubrication

Installation 

Return clearance

Full load efciency

Return gap (economic type)

Life expectancy

Maximum allowable radial load

Weight

Allow maximum axial load

/ / / / oooo19   35/    70    3/4 -    6.5 -   90Maker size

0 0

3                 4                  5                 7                10     

Rate output torque 

Fault stop torque

Moment of inertia

Allow radial load

Allow axial load

50 Nm

200Nm

1.2Kgcm

810 N

930 N

75Nm

250Nm

0.95Kgcm

890N

1100N

75Nm

250Nm

0.86Kgcm

960N

1200N

75Nm

250Nm

0.79Kgcm

1100N

1300N

50Nm

200Nm

0.75Kgcm

1200N

1600N

2 22 22

15              16                20                25               28               30     

Rate output torque 

Fault stop torque

Moment of inertia

Allow radial load

Allow axial load

50 Nm

200Nm

0.72Kgcm

1400 N

1900 N

75Nm

250Nm

0.74Kgcm

1400N

1900N

75Nm

250Nm

0.72Kgcm

1500N

2100N

75Nm

250Nm

0.71Kgcm

1600N

2200N

75Nm 50Nm

250Nm 200Nm

0.73Kgcm 0.70Kgcm

1700N 1700N

2200N 2200N

2 2 22 22

LB [Single& Double Stage]SE 90 Series

15



Helical Planetary Reducers

Rate output torque 120N 

3000 min-1

-25    ~  +90

6000 min -1

Synthetic grease lubrication

arbitrary

& 1 t ;3 arcmin

95 %

& 1 t ; 5 arcmin

20000  H

2000 N

8 Kg

2500 N

Rated input speed

Operating temperature 

Technical Data :

Maximum input speed

Lubrication

Installation 

Return clearance

Full load efciency

Return gap (economic type)

Life expectancy

Permitted radial load

Weight

Allow  axial load

/ / / / oooo22   55/    110    8/4 -    9 -   145Maker size

00

Rate output torque 180N 

3000 min-1

-25    ~  +90

6000 min -1

Synthetic grease lubrication

arbitrary

& 1 t ;5 arcmin

95 %

& 1 t ; 7 arcmin

20000  H

2700 N

8 .9Kg

3700 N

Rated input speed

Operating temperature 

Technical Data :

Maximum input speed

Lubrication

Installation 

Return clearance

Full load efciency

Return gap (economic type)

Life expectancy

Permitted radial load

Weight

Allow  axial load

/ / / / oooo22   55/    110    8/4 -    9 -   145Maker size

00

LB [Single& Double Stage]SE 120 Series
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15,20,25,30,35,40,50,70,100

LB

ALPHA Servo motor

ALPHA Servo motor

17



ALPHA Servo motor

ALPHA Servo motor

ALPHA Servo motor
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15,20,25,30,35,40,50,70,100

LB

ALPHA Servo motor

ALPHA Servo motor
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ALPHA Servo motor

ALPHA Servo motor

ALPHA Servo motor
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15,20,25,30,35,40,50,70,100

LBALPHA Servo motors

ALPHA Servo motors
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ALPHA Inverter

مدلهاي زیر 22 کیلووات با سیستم ترمز داخلی تامین کننده حالت باس       و منبع تغذیه 

سیستم پیشرفته                                   ، کنترل پیشرفته و حرفه اي ولتاژ و جریان

شروع گشتاور 150% در فرکانس 0/5 هرتز، نسبت به سرعت 1:100، پاسخدهی پویا کمتر از 20 میلی ثانیه ، دقت تنظیم سرعت

 در حدود%0.2

 طراحی وسیع در ولتاژ، سه فاز، 

انواع حالت ترمز، مثل ترمز داینامیک، مغناطیسی، ترمز       که می تواند در لحظه متوقف کند.

بدون توقف در قطعی لحظه اي برق، که براي مشتریان بسیار حائز اهمیت است.

سیستم تهویه براي نصب به صورت آویزانی، قرارگیري روي کف و نصب از فلنج طراحی شده است.

توضیحات

DCDC

DC

+-

Control Vector

22
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Spindle motor

O O : ER 32-    3.175-     20
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Straight Milled Racks

Helical Hardened Racks

Material S45C

Hardness: HRC 50~55
Surfaces: Sand-blasted.

جنس

سختی

سطح

Right Hand Angle 19 31 42" زاویه

Material S45C

Hardness: HRC 10~12

جنس

سختی

Helical & Straight Racks
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